TRADIE

DESIGNED FOR THE DIVERSE TASKS UNDERTAKEN BY TRADIES

A slip-on double gusset boot ideal for the tradesman wanting value for money. The TPU outsole
provides improved resistance to hydrolysis, microbial attack, oils, acids and organic fats
compared to dual density PU soles.

Easy grab front & back pull
tabs for ease of donning

Rugged, high slip resistant and
150°C / 300°F heat resistant sole

Wide slip-on
gusset for
convenient
entry/exit

Full leather
upper

STEEL Toecap

PRODUCT DETAILS
BLACK MKOTRADIEBBFXXX
usa UK / AUS EUR
SIZES
5-17 (6.5-11.5) | 4-16 (5.5-10.5) 38-50
WEIGHT* SIZE10AU/UK: 1.75kg | Size 11 US: 3.86 Ibs
HEIGHT* 132MM / 5 INCHES
OUTSOLE TPU
TOECAP STEEL
UPPER LEATHER

FOR PRODUCT CARE AND WARRANTY

AS/NZS 2210.3 (CLASS | S1 SRC) INFORMATION

EN - IS0 20345 (S1 SRC)
APPROVED ASTM F2413 — 11 (M/\/75/C/75/SD)
STANDARDS | BENCHMARK CERTIFICATION
AS/NZS 2210 AUSTRALIAN /NEW ZEALAND STANDARDS

EN - IS0 20345 EUROPEAN STANDARDS
ASTM F2413 AMERICAN STANDARDS

#% benchmark
’ ’ ) . " ; « PRODUCT CERTIFICATION
*Note:- The actual height and weight of these boots will vary slightly depending on shoe size co'-ons
nd manufacturing variations.
T Ty ghaetons AS/NZS 2210 Australian /New Zealand Standards
EN - ISO 20345 European Standards
ASTM F2413 American Standards




SAFETY FEATURES KEY FEATURES

¢ Steel Toe Cap

¢ Heat Resistant 150°C / 300°F
¢ Slip Resist C

¢ Fuel Oil Resist

¢ Anti-static

¢ H,0 Resistant
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PERFORMANCE SYSTEMS

Wide anatomical shaped toecap to
WIDEcap reduce rubbing and nerve impingement.

DURABILITY
H20 RESISTANT UPPER: All-leather construction ensures long-lasting
protection against water and wear.

HEAT & FUEL / OIL RESISTANCE: Resists breakdown to fuel, oils and
fats, and provides good heat resistance.

FUNCTIONALITY
SLIP RESISTANT SOLE: For added safety.

FIT GRID
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DISCLAIMER: Every reasonable effort has been made to ensure the accuracy of the product information in this document. This document must not be regarded as an infallible guide.
Mack™ accepts no responsibility in this regard. As product details may change from time to time please contact Mackworkwear.com to gain the latest information.

MACKWORKWEAR.COM

The Mack® trademarks are registered rights of the AB Volvo Group and are used pursuant to a

DESIGNED TO ENDURE.
MADE TO MOVE.

license. All products are manufactured under license by Bunzl Brands and Operations Pty Limited.
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