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  FEATURES

  COLOURS

1486-032025

WS0918515

AS 2001.2.17-1987 
& AS 4602.1:2024 
Determination of resistance of 
fabrics to water penetration - 
Hydrostatic pressure test 
This Garment has meet the 
minimum requirements under  
this test.

•	 PVC Hi vis Waterproof Rain Jacket with welded/ heat seal seams
•	 3/4 length jacket
•	 Heat seal genetic reflective tape with hoop tape configuration and 

single hoop at sleeves
•	 Storm front with zipper and concealed plastic press stud closure 
•	 Attached hood
•	 Adjustable press stud cuff
•	 2 x waist patch welded pockets 

Waterproof fabric
This garment is made from 
waterproof fabric.

Heat seal 
reflective tape 
- Dual Hoop at 

body and single 
hoop at sleeves 
front and back

PVC TAPED WATERPROOF RAIN JACKET 

Attached hood

Twin waist welted 
pockets with flap 

Adjustable sleeve 
plastic press stud  

cuffs 

JACKET : 
100% PVC
SIZES: S - 5XL

YELLOW (YY)

Waterproof material and 
seam sealed seams

Storm flap with press studs

Raglan Sleeve 

Zipper  closure 

  STANDARDS
  FEATURES & BENEFITS


