
SIZES

HEIGHT

WEIGHT
g

mm

13”330
1,230

5-13

COLOURS

PUMP

Ideal for workers that need a durable and 
comfortable safety gumboot. The PUMP also 
combines a cushioned PU insole for a soft 
underfoot feel.

GUMBOOT RANGE

SAFETY SYSTEMS

STEELToecap

slipRESIST-A

WATERPROOF

fueloilRESIST

Complies with Australian/New Zealand (AS/
NZ S2210.3) and European (EN-ISO 20345) 
standards.

Sole resists breakdown to fuel oil. 

Sole slip resistant to soap (SLS) on ceramic 
tiles

Footwear to keep the feet and lower leg dry.
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MACKBOOTS.COM.AU | 1300 350 216
Mack Footwear is sold under licence from Mack Trucks, Inc. All rights reserved. *Weight disclaimer. Footwear weights are based 
on a men’s UK8 for a single shoe or boot and a ladies UK10 for women’s shoes. Due to the nature of manufacturing there will 
be subtle variation between pairs. Disclaimer: Every reasonable effort has been made to ensure the accuracy of the Product 
information in this document. This document must not be regarded as an infallible guide. Mack BootsTM accepts no responsibility 
in this regard. As product details may change from time to time please contact Mack BootsTM to gain the latest information.

AS/NZS 2210 Australian /New Zealand Standards
EN - ISO 20345 European Standards

ASTM F2413 American Standards

PRODUCT

PUMP

PUMP

PRODUCT
DETAILS

• AS/NZS 2210.3 (Class II SB SRA)
• EN – ISO 20345 (Class II SB SRA)

APPROVED STANDARDS

OUTSOLE: PVC

TOECAP: Steel

UPPER: PVC

PRODUCT CODES:
xxx represents sizing i.e. size 12
is 120 and size 9.5 is 095

BLACK BOOT CODE: 
MKPUMP-B3Fxxx


